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DYNAMIC 
 

SELF REPAIRING ROLL UP FAST ACTION DOOR 
WITH BREAK AWAY AND AUTOMATIC RELOCATING CURTAIN 

 
Horizontal frame  made with 20/10 galvanized steel 
bent plates with bolted galvanized steel head plates. 
Roller made with galvanized steel on bearings. 
Columns  made with 20/10 galvanized steel bent 
plates with slots to make the assembling easy. 
Horizontal frame and column casings  choice 
between : 
 

1) casings made with precoated steel plates 
(choice among RAL 3000 red,RAL 7037 
grey, RAL 6005 green,RAL 9010 white,RAL 
5010 dark blue) 

2) casings made with stainless steel plates AISI 
304 (option) or AISI 316 (option) 

3)  
Side guides  connected to columns,made with high 
density polyzen with a very low friction,in which slide 
the cogged side edges of the curtain. Their shape 
lets the cogged side edges come out from the 
guides after an accidental impact and a gap in the upper part of them lets the curtain 
automatically self relocate after an operating cycle (during closing). 
 
Curtain  made with an antirip cloth fabric 
12/12 coated by coloured PVC ,900 
g/m2.flame propagation class 2. Cogged 
side edges,high frequency welded on the 
cloth. Soft ballasted bottom edge.  

1. Choice among a-like RAL 6026 
green,a-like RAL 5002 dark blue,a-
like RAL 5012 light blue,a-like RAL 
1003 yellow,a-like RAL 3002 red,a-
like RAL 2004 orange,a-like RAL 
9010 white,a-like RAL 1015 
beige,a-like RAL 7037 dark grey,a-
like RAL 7038 medium grey and a-
like RAL 7037 light grey 

2. Insulated cloth 1400 g/m2 
white,grey or blue (option). 
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Transparent section  transparent PVC window row. 
850 x 300 mm (option) 1200 x 300 mm (option). 
 
Motor  threephases 380/220 V with electrobrake for 
heavy use with terminal board junction box. 
Gearbox  type worm gear with forever greasing,directly 
clutching on the roller if side gearmotor or by chain if 
front gearmotor. 
 
Handlewind operation  in case of black out,directly put 
under the motor,without releasing the brake. 
Limit switch set  4 cams. 
Control board  made with beige coated steel box,300 x 
400 x 150 mm,IP 65,with hinges,electronic control 
cards controlling frequency (inverter),slowing down the 
opening speed near the open position and the closing 
speed near the closed position,choice among with or 
without closing timer or deadman operating mode,warning LEDs,two push bottons on the lid 
(Start and Stop). 220 V single phase. 
 
Curtain unwinding checking system. Anticrushing 
system. 
Safety photocell.  Transmitter and receiver. N.1 set. 
Flashing light. N.1. 
Prewiring p rewired cables connected on terminal 
boards  in the junction box on the motor. To be 
connected to photocells and to the control board. 
 
 
 
Opening speed  up to 2 m/s adjusting inverter. 
Closing speed  It can be adjusted by the electronic 
card controlling the frequency. 
Windload  european class 2 up to clear opening 
dimensions 5500 x 5400 mm WxH 
Operating temperature  -35 °C to +70 °C. 
From – 35°C to 0°C about heating devices on columns  
and on the motor. (Option). 
Door compliant with european standard 13241/EN  

 


